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113S 
SINGLE LINER MED TACK 
MEDIA BLAST STENCIL – 
GERBER® 

DESCRIPTION 

High quality, durable, stencil coated with an 
advanced medium tack, rubber-based, 
pressure-sensitive adhesive protected by a 
clear polyester liner. Punched through 
rubber and liner in a Gerber® pattern cutters 
and is designed for use on polished granite 
or marble, primed/painted wood, and HDU 
foam-board. 
 

PRODUCT APPLICATIONS 

Protection of polished granite or marble, 
primed/painted wood, and HDU foam board 
during sandblasting, etching and carving 
processes. 
 

STANDARD SIZES 

15” x 10yd 
30” x 10yd 
30” x 20yd 
 

STORAGE & SHELF LIFE 

Store new stock behind current stock. Store 
in a clean, dry place. Temperature of 70°F 
(21°C) +/- 6°F and 40% to 50% relative 
humidity are recommended. Shelf life is 12 
months from date of manufacture. 
 

NOMINAL VALUES 

The following data are nominal values based on PSTC,  
ASTM and other standard tests. The data should not be 
considered as specifications. 
 

Adhesive  Medium Tack / Rubber 

Total Thickness (mil) 42 (1.07mm) 
PSTC-133 
 

Tensile Strength (lbs/in) 4.5 (19.71 N/25mm) 
PSTC-131 
 

180º Adhesion to Steel (oz/in) 45 (12.32 N/25mm) 
PSTC-101 
 

Elongation (% at break) 300 
PSTC-131 

 

Punch Slot 
 

Liner Color Translucent 
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